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AIA
File

No.

Model No. 
6055A, 6055A-CW,  

6055A-220, 6055A-43  

6055A 

6055A-43 

Counter Top 
Warmers 

Add side dishes and entrees to existing lines or crea te 
entirely new temporary  b uffet lines quickly and easily 
with NEMCO's   full-size countertop  w armers. You'll 
enjoy greater menu flexibility and the ability to 
respond  efficiently to changing menu requirements. 
Plus the reliable adjustable  thermostat  h elps to ensure 
that  food held in serving lines is always within your 
food safety temperature  g uidelines. Unique heating 
system design provides even heat  distribution   to 
prevent "hot spots".  T his design provides  exceptional
heat  transfer, even heat  distribution,  a nd lower 
preheat time. NEMCO's   warmers also have lower 
surface  temperatures and longer life components  t han 
our  competitors. Heavy-duty stainless steel well. 

Standard Features: 
• Heavy duty stainless steel construction 
• Adjustable  thermostat  120°F to 212°F 
• Heating s ystem design allows for fast preheat  a nd 

extended   life of unit 
• Accepts a 12"x20" full size pan or fractional  sizes 
• Adapter  bars and plates available for additional 

sizes 
• Cycling  indicator  p ilot  light 
• Temperature  i ndicator  ssettings: High, Medium, 

Low 
• cETLus and NSF listing 
• CE listing on model 6055A-220 



Model No. 
6055A, 6055A-CW, 
6055A-43, 6055A-220 

6055A 

WIDTH 

HEIGHT 

Accessories 
for 6055A Description 

66092 Two-hole adaptor plates for one 7qt. & one 11qt. inset 
66093 Two-hole adaptor plate for two 7qt. insets 
66095 20 " adaptor bar 
66096 12" adaptor bar 
66097 6" adaptor bar 
67860 Three-hole adaptor plate for three 4qt. insets 

Accessories 
for 6055A -43 

67763 Two-hole adaptor plates for two 11qt. insets 
68591 Three-hole adaptor plate for three 7qt. insets 
68592 Four-hole adaptor plate for four 4qt. insets 

Typical         Specifications 

DEPTH 

NEMCO   countertop  warme rs shall be constructed with 300 series stainless steel wells and 400 series stainless 
steel cabinets. They shall have tubular heating elements attached  to an aluminum heat  dissipating plate. All 
models shall have an adjustable (up to 212º F) conductio n thermostat  and a pilot light that cycles with the 
operat ion of the heating element. 120V models shall have a cord and NEMA 5-15P plug while the 220V 
model shall have a cord and CEE 7-7 plug. Models  6055A,  6055A-CW, and 6055A-43 shall be cETLus 
and NSF listed. Model 6055A-220 shall be CE and NSF listed. 
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NEMCO   countertop  warme rs shall be constructed with 300 series stainless steel wells and 400 series stainless 
steel cabinets. They shall have tubular heating elements attached  to an aluminum hea t iplate. A  
models shall have an adjustable (up to 212º F) conductio n thermostat  and a pilot light that cycles with the 
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Specifications: 
Pre-heat Shipping 

Model time to Width Depth Height Rated Nominal Plug Unit Weight Weight 
No. 180º f Inches/(cm) Inches/(cm) Inches/(cm) Voltage Wattage Amps Configuration Ibs./(Kg) Ibs./(Kg) 

6055A 12 min. 14 5/8 (37.1) 23 (59.7) 9 (22.9) 120 1200 10 NEMA 5-15P 18 (8.2) 23 (10.4) 

6055A-CW 10 min. 14 5/8 (37.1) 10 1/2 (26.7) 120 1500 12.5 NEMA 5-15P 19.1 (8.6) 23 (10.4) 

6055A-220 12 min. 14 5/8 (37.1) 9 (22.9) 220 1200 5.5 CEE -7-7 19 1/2 (8.9) 24 (11) 

6055A-43 14 min. 14 5/8 (37.1) 30  (77.8) 120 1500 12.5 NEMA 5-15P 28 (12.7) 34 (15.4) 
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Typical Specifications
Roller Grill shall be stainless steel and heavy-duty aluminum construction and use a non slip GripsIt or
rollers and tubular heating elements. Rollers slant from front to rear of unit by 7° for effective merchandising.
element shall be contained in each roller. Seven setting infinite temperature control provides flexible cooking
holding. Unit shall have a sealed motor with ball bearings for long life. Each roller shall have a PTFE end bearing

on 120V (60Hz) with (1) or (2) 6’ cor

cETLus (120V, 220V), shall be listed with the National Sanitation Foundation (120V), and shall carry the approval

Model Nos.
Chrome 8027-SLT  8036-SLT 8045W-SLT

GripsIt  8027SX-SLT  8036SX-SLT 8045SXW-SLT

WIDTH DEPTH

HEIGHT

Hot Dog Width Depth Height Voltage Wattage Nominal # of Cords Unit Shipping
Capacity Inches/(cm) Inches/(cm) Inches/(cm) Amps NEMA Weight Weight

Model

Configuration bs./(kg.) lbs./(kg.)

8027-SLT,
8027SX-SLT 27 22 1/4 (56.5) 16 1/4 (41.3) 10 1/4 (26.0) 120 950 7.9 (1)5-15 plug 37 (16.8) 44 (20.0)

8027-SLT-220,
8027SX-SLT-220 27 22 1/4 (56.5) 16 1/4 (41.3) 10 1/4 (26.0) 220 950 4.3 (1)6-15 plug 37 (16.8) 44 (20.0)

8036-SLT,
8036SX-SLT 36 29 1/2 (74.9) 16 1/4 (41.3) 10 1/4 (26.0) 120 1500 12.5 (1)5-15 plug 48 (21.8) 55 (23.6)

8036-SLT-220,
8036SX-SLT-220 36 29 1/2 (74.9) 16 1/4 (41.3) 10 1/4 (26.0) 220 1500 6.8 (1)6-15 plug 48 (21.8) 55 (23.6)

8045W-SLT,
8045SXW-SLT 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 120 1800 15 (1)5-15 plug 54 (24.5) 63 (28.2)

8045W-SLT-220,
8045SXW-SLT-220 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 220 1800 8.2 (1)6-15 plug 54 (24.5) 63 (28.2)

(SX) Denotes special non-slip GripsIt coating

®

Made in U.S.A.

chrome
One 
and 

and 

NEMA 6-15P, or on 230V (50Hz) with a '������6’ cord and SCHUKO CEE7-7. shall carry the approval of Roller grills

of CE (230V).
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Typical Specifications
Roller Grill shall be stainless steel and heavy-duty aluminum construction and use a non slip GripsIt or
rollers and tubular heating elements. Rollers slant from front to rear of unit by 7° for effective merchandising.
element shall be contained in each roller. Seven setting infinite temperature control provides flexible cooking
holding. Unit shall have a sealed motor with ball bearings for long life. Each roller shall have a PTFE end bearing
FEP grease barrier combination. The unit shall be equipped with a pilot light, lighted rocker switch and operate
on 120V (60Hz) with (1) or (2) 6’ cord (s) and NEMA 5-15P, 5-�20P, on 220V (60Hz) with a 6’ cord and NEMA 6-15P,  

cETLus (120V, 220V), shall be listed with the National Sanitation Foundation (120V), and shall carry the approval

Model Nos.
Chrome 8027-SLT  8036-SLT 8045W-SLT

GripsIt  8027SX-SLT  8036SX-SLT 8045SXW-SLT

WIDTH DEPTH

HEIGHT

Hot Dog Width Depth Height Voltage Wattage Nominal # of Cords Unit Shipping
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8036-SLT-220,
8036SX-SLT-220 36 29 1/2 (74.9) 16 1/4 (41.3) 10 1/4 (26.0) 220 1500 6.8 (1)6-15 plug 48 (21.8) 55 (23.6)

8045W-SLT,
8045SXW-SLT 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 120 1800 15 (1)5-15 plug 54 (24.5) 63 (28.2)

8045W-SLT-220,
8045SXW-SLT-220 45 35 1/2 (90.2) 16 1/4 (41.3) 10 1/4 (26.0) 220 1800 8.2 (1)6-15 plug 54 (24.5) 63 (28.2)

(SX) Denotes special non-slip GripsIt coating
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Typical Specifications
Roller Grill shall be stainless steel and heavy-duty aluminum construction and use a non slip GripsIt or
rollers and tubular heating elements. Rollers slant from front to rear of unit by 7° for effective merchandising.
element shall be contained in each roller. Seven setting infinite temperature control provides flexible cooking
holding. Unit shall have a sealed motor with ball bearings for long life. Each roller shall have a PTFE end bearing
FEP grease barrier combination. The unit shall be equipped with a pilot light, lighted rocker switch and operate
on 120V (60Hz) with (1) or (2) 6’ cord (s) and NEMA 5-15P, 5-�20P, on 220V (60Hz) with a 6’ cord and NEMA 6-15P,  
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